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Function Flow [Max] Manifold mounting Series

2/2 Up to 70 NI/min Cartridge BV209A

OPERATIONAL BENEFITS

1. Short stroke with high shifting forces

3. Balanced poppet, immune to variations of pressure
4, Excellent repeatability

5. Very few parts

6. Unique mounting — no fasteners or screws required

HOW TO ORDER

HOW TO ORDER VALVE

Size 2 Way
my L[4
-
9 mm cartridge BV209A-CA1-00-XXXX-XXX
SOLENOID OPERATOR XXX X-XXX
| =T == |
Solenoid Voltage Lead wire length  Solenoid can (round) Solenoid cover
B Round GB 24V=/1.8W 0 No lead wire C For Top Cover Option  JST Plug-in cover
GC 24V=/2.5W A 45cm and Can with Outer ~ TA No ground wire
GD 24V=/3.0W B 60cm Threads TC Blocking & suppression
GE 24V=/4.0W C 90cm diode & LED (no ground)
GG 12V=/1.8W D 120cm TE Blocking & suppression
GH 12V=/25W E 180cm diode (no ground)
GJ 12V=/3.0W F 240cm TG LED (no ground)
GK 12V=/4.0W H 365cm TdJ MOV (no ground)

TL LED & MOV (no ground)

HOW TO ORDER CIRCUIT BAR

Port size Spacing (mm) Side cylinder port
# 10-32 UNF 11 CCMVO9A-00AAA-xx
M5 11 CCMVO09A-00AAB-xx
M7 11 CCMV09A-00AAC-xx

XX = Number of stations

Note: For valves mounted to bar at factory, add -9 to model number.
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